
AURISINA
FINITURA LEVIGATA
Honed finish
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CARATTERISTICHE / CHARACTERISTICS

Resistenza a flessione / Flexural strength 1445 kg/cm2

Assorbimento d’acqua a pressione atmosferica 

Water absorption at atmospheric pressure 
10,6%

Massa volumica apparente / Apparent density 2636 kg/m3

Resistenza al gelo e flessione / Frost and bending resistance 1607 kg/cm2

Resistenza all’ abrasione / Abrasion resistance 3,22 mm        

Resistenza all’ urto (altezza minima di caduta) 
Shock resistance – minimum drop height 31 cm   

Definizione macroscopica della roccia 
Macroscopic definition 

roccia di natura  calcarea, di 
colore  
limestone rock, colour 

Valori medi / Average values: 

Lastre di pietra naturale per 
pavimentazione esterne 
Slabs of natural stone for 
external paving

Peso per unità di volume:
Weight per unit of volume: 2636 kg/m3

AURISINA è un calcare compatto costituito da una 
ricca frazione organica rappresentata da frammenti di 
forma e dimensione variabile. Il colore di fondo è grigio, 
tendente al nocciola sovrastato dalle fioriture, frammenti 
organici di colore grigio/marrone di maggiori dimensioni.
I resti fossili sono di norma allungati, la distribuzione dei 
resti fossili conferisce un effetto di omogeneità su una 
superficie ampia.

AURISINA is a compact limestone that has 
considerable organic content in the form of fragments 
of var ious shapes and sizes. The background colour 
is grey tending towards hazel, on which there are 
patches, organic greyish-brown fragments of greater 
dimensions. The fossil remains are usually long and 
distr ibuted so as to give an effect of homogeneity  
over a large surface.

FINITURA RIGATO
Rigato finish

AURISINA
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