
FINITURA LEVIGATA
Honed finish

GRIGIO 
ORIENTE
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CARATTERISTICHE / CHARACTERISTICS

massa volumica reale / real density 2710 kg/m3

massa volumica apparent / apparent density 2570kg/m3  

porosità / porosity 5,19%

coefficiente di inibizione (in peso) 
water absorption value (by weight) 0,76%

resistenza a compressione
condizione secca 113,98 MPa 
condizione satura 119,64  dopo 
congelazione 116,99MPa

compressive strength: 
when dry 113.98 MPa 
when wet 119.64 MPa 
after frost 116.99 MPa

resistenza a flessione / flexural strength: condizione  secca 25,22 MPa

analisi petrolgrafica / petrographic analysis: biointrapelmicrite 
biointrapelmicrite

 

GRIGIO ORIENTE  Il grigio oriente è un materiale 
di colore grigio scuro molto omogeneo con delle 
striature orizzontali di colori più chiari. Questa pietra 
è adatta per uso interno e esterno. È un prodotto 
disponibile in lastre e blocchi di marmo per realizzazioni 
su misura. Lastre di pietra naturale per pavimentazioni 
interne ed esterne. superficie ampia.
Finiture standard: levigatura, bocciardatura, lucidatura, 
spazzolatura, sabbiatura.

GRIGIO ORIENTE  is a material that is a very 
homogeneous dark grey, with lighter coloured horizontal 
stripes.  This stone is ideal for interiors and exteriors.
The product is available as marble slabs and blocks for 
custom-made applications.
Slabs of natural stone for internal and external paving.
Finishes: honing, bush-hammering, polishing, sanding, 
brushing

GRIGIO ORIENTE
FINITURA FIAMMATA
Flamed finish
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