
THALA BEIGE
FINITURA LEVIGATA
Honed finish
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CARATTERISTICHE / CHARACTERISTICS

Paese d’ origine: 
Country of origin: Tunisia

Reperibilità:
Internet Access: Limitata

Carico di rottura a compressione:
Compression breaking load: 1025 kg/cm2

Carico di rottura a compressione dopo cicli di gelività:
Compression breaking load after freezing cycles: -

Carico di rottura unitario a flessione:
Unitary flexural breaking load: 199 kg/cm2

Coefficiente d’inibizione d’ acqua:
Water inhibition coefficient: 1,45%

Resistenza all’ urto, altezza minima di caduta:
Impact resistance, minimum fall height: 38 cm

Usura per attrito:
Frictional wear : 3,5 mm

Peso per unità di volume:
Weight per unit of volume: 2620 kg/m3

THALA BEIGE

THALA BEIGE è un materiale di colore beige 
uniforme. È un materiale adatto per pavimentazioni 
e rivestimenti interni ed esterni.  Può essere levigato, 
spazzolato, sabbiato e bocciardato. 
Prodotti: pavimenti, rivestimenti, lastre, lavorati . 
Colore: beige  Struttura: uniforme  
Impiego prevalente: esterna, interno  
Finiture standard: levigatura, lucidatura, spazzolatura

THALA BEIGE is a material of an overall beige colour. 
It is ideal for flooring and internal and external cladding.
It can be honed, brushed, sanded and bush-hammered.
Products: flooring, cladding, slabs, dressed stone.
Colour: beige 
Structure: uniform 
Principal uses: exteriors, interiors 
Standard finishes: honing, polishing, brushing

FINITURA BOCCIARDATA
Bushammerd finish
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